PRODUCT
SPECIFICATION

LCD Android Board
HD-3288S




Update History

%7 RERE

Version Release time Description
V2.1 Oct. 13,2023 Update content layout,Modify known errors.
V1.1 Aug. 30, 2023 First official release.

Shenzhen Huidu Technology Co., Ltd.

https://www.hdwell.com




Contents
Chapter | ProdUCt AESCIIPLION ..ottt s s sss bbb sssssssssss bbb s s s bbb s s s s e b e b b enssssssansansns 5
[ OVEIVIBW ...ttt s s ettt 5
[ FEATUIES ...t e b 6
CRAPLEL ] SPECIH ICALIONS ...ttt bbbt sss bbbt b s bbb s b s bbb s s b s b s bbb s s s sesssba s sensensesensanes 7
|, BASIC PArAmMELEIS ...ttt sttt b st s s s st s s sh et e e bt s st ne st esssses st essnsnnenen 7
T. HardWare PArameELEIS ...t sssss st sssss s bbb s s sss bbbt ssssss b bt ssesssssssssbsssssessssansansans 7
2. SOTEWAIE PArAMELETS ...ttt bbbt s bbb ssbes bbb e s s b s bbb s s s b s bbb s sesansansanes 10
[l. Product Size SPECITICATIONS .......ucvuivieciceccet st sssas bbbt bbbt s bbbt b s bbb sneas 11
[11. ProdUucCt iNtErface QI@gIram ...ttt st ssneses 12
IV. Interface Parameter dESCIIPLION ...ttt sse bbbt sss bbb s s s e sse bbb ensssasssnsanes 12
1. PWR/DC (POWET INPUL) INEEITACE ..ot 12
2. MIC (Microphone) Interface and DefinitioN ...t 13
3.LED/IR (Remote control) interface and definition ... seessesesssesesssssesssesesssseees 14
4. LVDS BL (LVDS backlight) iNtEITACE ........urveeereeieeriieeeeeeeeiiseseessesesisessessesesssessssssesssssssssssssessssssessssssesees 14
5. EDP BL (EDP backlight) interface and definition..........c...coowivirineiiennsiiessisessiessssessiessssessssessssesssenns 15
6. LVDS Interface and DEfiNItiON ...ttt sssse s sseses 16
7. EDP Interface and Definition ...t esse s sssesssesssssesssesssesssssesssessnessesssssns 18
8. USB Interface and DefiNitioN ... ssse st s s sssesssssesssesssessnesns 20
9. SPK (Power amplifier) INTEITACE ..........ooucveeeeceee st 20
10. L/R (Audio Interface and DEfiINItION) ........occureereeereieeeieeiiseesesseessesssssesssssssssesssesssssessssssssssessssssssesssssssssnes 21
11. GPIO Interface (extension) and DefinitioN ... eeseeessseeesseessssssssseesssessssesssssessseees 21

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



12. UART (SErial POIt) POIT 2 ...t sessessssssssseesssse st ssssssse st ssssss st ssssss s ssssssssesssnssssns 22

T3, DEBUG INTEITACE ...ttt st 23

T4, 4PIN RIAS (ELREINET POI) ..ottt eesssssss st sttt st 23

T5. TP INEEITACE ...ttt et bt 24

T6. TOPIN HDMI OUT INEEITACE ...ttt sssssss bbb sss s sas bbbt ssses bbbt b ensssansansanen 24

17. KEY Interface (extension) and DefinitioNn ...ttt esssesssssssssssssssssens 26

18. MCU Interface and DefiNitioN ...t sesesssese s sese e sse e ssesesesens 27

T9. Other INTEITACES ...t b bbbt 27

Chapter [l CoOmMUNICAtION METNOAS ...t sssas bbbttt s bbb bbb sse bbbt e 29
[ WI=Fi UpPAAte PrOgram ...t sssetsese st st e sse st sttt ssessessesassnns 29

[l U=diSK UPAALE PrOGram ......ocuieuieeereeeireieeeiseieieeseeeseesstsstasstee st sssessessessesssessesssssssssessessssesssssesssssssssssessessessesssssssssesssens 29

(1. TF Card UpPdate PrOgGram ...ttt ssses s sssssss s ssses s e ssees st ssesssessssssssssns 30

V. Ethernet Cable 10 UPAAte ...ttt sssssssss bbb ssss s sss bbbt ssssss s bbb sssssnsansanens 30

V. INEEINET UPAALE ..ottt st ss bbb ss s bbb s s se bbb st b s s bbb st b ssbs b b ensensnssnbansans 31
Chapter IV AppendiX: ProdUCt APPEATANCE .........ciiiieeeeieieieiseisseseessssstsessssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssanes 32

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



v 9]

Chapter | Product description

l. Overview

HD-3288S is an all-in-one motherboard, using Rockchip RK3288 quad-core chip solution, equipped with
Android 7.1.2 system, the main frequency is up to 1.8GHz, with super performance. Adopts Mali-T764 GPU,
supports AFBC (Frame Slow Slave Compression), 4K/H.265 hard decoding, 1080P video decoding, HDMI
interface 4K output, 4K video playback. Supports infrared remote control, Wi-Fi, RJ45 and other rich interfaces
to make the product more versatile. It is widely used in advertising, interactive all-in-one, security, medical,
transportation, finance, industrial control and other intelligent control fields, which can accelerate Product
development cycle. Due to its hardware platform and Android's intelligent characteristics, when it is necessary
to perform human-computer interaction and network device interaction, it can be used on the smart terminal
motherboard, which can become your best choice.

HD-3288S is standard with 2.4GHz frequency Wi-Fi module (optional 5GHz frequency), supports

Bluetooth 4.2, support transfering file via Bluetooth.

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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® High performance. Uses a quad-core ARM Cortex-A17 architecture, the main frequency can be as high
as 1.8GHz, compared with the single-core, dual-core, and quad-core solutions common in the market. It
has a qualitative leap in performance, can play high-definition video in various formats, and can handle

complex interactive operations.

® High stability. RK3288 Android integrated board, in hardware and software, add your own unique

technology to ensure the stability of the product, can make the final product 7 * 24 hours unattended.

® High integration. RK3288 Android integrated board integrates Ethernet, EDP, Wi-Fi, power amplifier, TF
expansion card, USB expansion port, IR remote control function, HDMI, LVDS, backlight control,

microphone and other functions, greatly simplifying the overall design.

® High scalability. SIX expansion USB ports (4 ports are PIN type, 2 ports are standard type), 2 serial ports

+ 1 expandable debug serial port, five IO expansion ports can expand more peripheral device.

® High definition. Supporting various LVDS / EDP / HDMI interfaces and cropping screens of various sizes

and resolutions.

® Perfectly support multiple mainstream touch screen functions such as multi-point infrared touch, multi-
point capacitive touch, multi-point nano film touch, multi-point acoustic wave touch, multi-point optical

touch, etc.

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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Chapter Il Specifications

|. Basic parameters

1. Hardware parameters

Hardware specifications

CPU

GPU

RAM/ Storage

Network

Image rotation

Display

interface

Audio

Power

RK3288, Quad-core, the highest frequency 1.8GHz

Mail-T764 GPU MP4 Quad-core GPU

Supports OpenGL ES1.1/2.0,0penVG1.1,0penCL

Standard 2GB+32GB, 4GB+32GB

Support RJ45 R/ A 100M Ethernet, support Ethernet.

Supports 2.4G / 5G Wi-Fi and Wi-Fi 802.11b / g / n protocols.

Support Bluetooth 4.2, transferring file by Bluetooth.

Support manual rotation of 0 degrees, 90 degrees, 180 degrees, 270 degrees

1 * LVDS interface (single / dual, 6-bit / 8-bit), support 3.3V / 5V / 12V power supply
1 EDP interface, 1 HDMI1.4 interface, support 4K output

Support dual screen simultaneous display function, can directly drive interface LCD
screen with multiple resolutions

Onboard backlight control supports 12V backlight power supply

Support standard left and right channel line output

2 outputs (8 ohms, 5 watts dual audio amplifier output)

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



amplifier

Microphone

Touch screen

RTC

uSB

Infrared

LED

Button

Serial port

10 port

Power

Adapter

Storage

Humid

Storage Temp

Work Temp

Shenzhen Huidu Technology Co., Ltd.

Differential MIC input

Support USB multi-point infrared touch, multi-point capacitive touch, multi-point nano
film touch, multi-point acoustic wave

Touch, multi-point optical touch and more.
Built-in real-time clock function

1 USB-2.0 HOST, 1 USB-2.0 OTG, 4 extended USB ports (one of USB share with 4G

module)

Infrared receiver, support infrared remote control function

1 * Power status LED (green), 1 * System LED (green, blinking by default)
1 * upgrade key

2 UART port, 1 DEBUG port

510 input and output control, can be used as key scanning control

Input: AC100-240V.50-60HZ, Output: DC12V 1.5A

(Requires surge voltage less than 18V and ripple voltage less than 100mV)
10% ~90% RH

-40°C~70°C

-20°C~70°C

https://www.hdwell.com
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2. Software parameters

Software specifications

operating system Android 7.1.2

Audio MP3, WMA, WAV, APE, FLAC, AAC, OGG, M4A, 3GPP and other formats

Support H.264, VP8, MAV, WMV, AVS, H.263, MPEG4 and other video formats
Video
1080P multi-video decoding

Image Support various image formats such as JPG, BMP, PNG

System comes with  APK Installer, Email, Calculator, Browser, Recorder, Calendar, Settings, Clock, Video

application software  Player, Search, Contacts, Gallery, Download, Camera, Music, Explorer, etc.

Language support multi-language

Input Standard Android keyboard with optional third-party input method

Original ecological Android system, open root permissions, and can customize

product development

Real-time remote monitoring, system crash self-recovery, unattended 7 * 24 hours
System Management Support OTA remote upgrade; support U disk upgrade

Support boot animation definition

Support server / stand-alone mode switching

Support Wi-Fi hotspot

System watchdog  Support software watchdog

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



WHUIDU TECHNOLOGY

Il. Product size specifications

1. Bare board size specification, unit: mm (mm)
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lll. Product interface diagram

USB TP MCU KEY GPIO /R MICSPK EDP BL LVDS BL
UsE JF Jr l l |111| JJA l 1 TR NN
—opxad o= It LIRS DG | \/DS voC
USB —t= &
- LVDS
LED/IR s &
DEBUG —= & EDP VCC
: ot
UARTO — § ;
el EDP
EX_USB —+= & o g b
2 2o ool PWR
UARTI —= Y
| A ‘Hal ‘ [

USB USB/OTG TF AUDIO RJ45 HDMI DCIN

IV. Interface parameter description

1. PWR/DC (power input) interface

It adopts 12V DC power supply and only allows the board subsystem to be powered from the DC socket

and power socket.

PWR

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



#J Hfl*ngC ﬁ L*O%Y

Definition Attributes Description
6 12v Input 12V Input
5 12v Input 12V Input
4 GND Ground Ground
3 GND Ground Ground
2 5VS Input Standby 5V Input
1 STB Output Standby signal output

Note: The inner diameter of the DC power port is 2.0mm, and the outer diameter is 5.8mm.

2. MIC (Microphone) Interface and Definition

f MIC EDPE

Definition Attributes Description
1 MIC-P Input MIC+Input
2 MIC-N Input MIC-Input

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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3. LED/IR (Remote control) interface and definition

LED/IR AE

Definition Attributes Description

1 RED Output Red light

2 5V Power 5V Output

3 GRN Output Green light

4 10 Output Remote signal output
5 IR Input Remote signal Input
6 GND Ground Ground

7 5V Power 5V Output

4. LVDS BL (LVDS backlight) interface

v EDP BL LVDS BL

Definition Attributes Description

1 GND Ground Ground

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



2 GND
3 ADJ
4 EN
5 12v
6 12v

Ground

Output

Output

Power

Power

57 RERE
Ground
Backlight brightness control
Backlight enable control

12V output

12V output

5. EDP BL (EDP backlight) interface and definition

EDP BL LVDS BL

2 GND
3 ADJ
4 EN

5 12V
6 12v

Shenzhen Huidu Technology Co., Ltd.

Ground

Ground

Output

Output

Power

Power

Ground

Ground

Backlight brightness control
Backlight enable control
12V output

12V output

https://www.hdwell.com



6. LVDS Interface and Definition
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General LVDS interface definition, support single / dual, 6/8 / 10-bit T080P LVDS screen. The screen voltage

can be selected through a jumper cap, and it can be selected to support 3.3V / 5V / 12V screen power

supply.

In order to avoid burning boards and screens, please note the following:

1. Please confirm whether the screen specification book screen supply voltage is correct, whether the board's

corresponding power supply can meet the maximum working current of the screen.

2. Please use multimeter to confirm that the power supply selected by the jumper cap is correct.

3. When connecting the 6 / 8-bit LVDS screen cable, install it near pin1.

1 VCC

2 VCC
3 VCC
4 GND
5 GND
6 GND

Shenzhen Huidu Technology Co., Ltd.

Power

Ground

Ground

Ground

3.3V / 5V / 12V optional output

Ground

Ground

Ground

https://www.hdwell.com
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13

14

15

16

17

18

19

20

21

22

23

24

25

26

27
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RXO0-

RXOO0+

RXO1-

RXO1+

RX0O2-

RXO2+

GND

GND

RXOC-

RXOC+

RXO3-

RXO3+

RXEO-

RXEO+

RXE1-

RXE1+

RXE2-

RXE2+

GND

GND

RXEC-

Output

Output

Output

Output

Output

Output

Ground

Ground

Output

Output

Output

Output

Output

Output

Output

Output

Output

Output

Ground

Ground

Output

Odd 0-

Odd 0+

Odd 1-

Odd 1+

Odd 2-

Odd 2+

Ground

Ground

Odd Clock-

fyg wEHE

Odd Clock+

Odd 3-

Odd 3+

Even 0-

Even 0+

Even 1-

Even 1+

Even 2-

Even 2+

Ground

Ground

Even Clock-

https://www.hdwell.com
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28 RXEC+ Output Even Clock+
29 RXE3- Output Even 3-
30 RXE3+ Output Even 3+

7. EDP Interface and Definition

EDP VCC

. EIDP

This interface is a common EDP screen interface, in the form of 10 * 2 double row pins, 3.3V screen power
supply,

In order to avoid burning boards and screens, please note the following:

Confirm that the screen specification book screen supply voltage is correct and whether the board's

corresponding power supply can meet the screen's maximum working current.

1 VCC

Power output
2 VCC Power output
3 GND Ground Ground
4 GND Ground Ground
5 TOP Output True Signal Link Lane 0

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com



6 TON
7 T1P
8 TIN
9 T2P
10 T2N
11 T3P
12 T3N
13 GND
14 GND
15 AUP
16 AUN
17 GND
18 GND
19 GND
20 GND

Shenzhen Huidu Technology Co., Ltd.

Output

Output

Output

Output

Output

Output

Output

Ground

Ground

Output

Output

Ground

Ground

Ground

Ground

by "W
Complement Signal Link Lane 0
True Signal Link Lane 1
Complement Signal Link Lane 1
True Signal Link Lane 2
Complement Signal Link Lane 2
True Signal Link Lane 3
Complement Signal Link Lane 3
Ground
Ground
True Auxiliary Channel
Complement Signal Link Lane 0
Ground
Ground
Ground

Ground

https://www.hdwell.com
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8. USB Interface and Definition

The board has 2 USB standard interfaces (the left one is device mode), 2 built-in USB sockets for peripheral

expansion.

USB Interface

EX_USB

USB  USB/OTG i B

Power 5V Output
2 DM Input / output DM
3 DP Input / output DP
4 GND Ground Ground

9. SPK (Power amplifier) Interface

L/R MICSPK EDP |

LOEY

OUTP-R Output Right channel +

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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2 OUTN-R Output Right channel-
3 OUTN-L Output Left channel-
4 OUTP-L Output Left channel+

10. L/R (Audio Interface and Definition)

L/R MICSPK EDP

’ [F...L | r.-\.a

Definition Attributes Description
1 LO-L Output Left channel
2 LO-R Output Right channel
3 GND Ground Ground
4 NC NC No definition

11. GPIO Interface (extension) and Definition

MCU KEY GPIO

NO. Definition Attributes Description

1 GND GND GND

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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2 K5 K5 K5
3 K4 K4 K4
4 K3 K3 K3
5 K2 K2 K2
6 K1 K1 K1
7 3V3 POWER DC 3.3V Output

12. UART (Serial Port) Port*2

The board have to two sets of ordinary UART serial ports, which can support the UART serial port devices on
the market.

Precautions:

1. Check the serial port voltage matches or not. Cannot directly connect to RS232, RS485 serial devices.

2. TX, RX Please confirm the connection is correct or not.

Power 5V output
2 X Output X
3 RX Input RX

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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4 GND Ground Ground

1. UARTO Adjustable by hardware RS232

2. UART1 Adjustable by hardware RS485

13. DEBUG interface

DEBUG —

IHHADTN  ———

Power 3.3VOutput
2 TX Output X
3 RX Input RX
4 GND Ground Ground

14. 4PIN RJ45 (Ethernet port)

F

Output Output +

2 TXN Output Output -

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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3 RXP Input Input +

4 RXN Input Input -

15. TP Interface

1 3V3

power supply 3.3V output
2 SCL Input/out 12C clock
3 SDA Input/out I2C data
4 INT Input/out Interrupt
5 RST Input/out Reset
6 GND Grounded Grounded

16. 16pin HDMI OUT Interface

=
e

=
L=s

5 :

4is, A b
m@;f'“oooofz oon| fi§ 3
20 wl00000000 )
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10

11

12

13

14

15

16

Shenzhen Huidu Technology Co., Ltd.

H2-

H1+

H1-

HO+

HO-

HC+

HC-

CEC

SCL

SDA

HPD

GND

GND

5V

GND

H2+

H2-

H1+

H1-

Output

Output

Output

Output

Output

Output

Output

Output

Output

Output

Output

Input

Grounded

Grounded

5V positive

Grounded

Output

Output

Output

Output

TMDS Data2+

TMDS Data2-

TMDS Data1+

TMDS Data1-

TMDS DataO+

TMDS Data0-

TMDS Clock+

TMDS Clock-

CEC

SCL

SDA

Grounded

Grounded

Output

Grounded

TMDS Data2+

TMDS Data2-

TMDS Data1+

TMDS Data1-

HDMI OUT hot plug detection signal

https://www.hdwell.com
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5 HO+ Output TMDS Data0O+

6 HO- Output TMDS Data0-

7 HC+ Output TMDS Clock+

8 HC- Output TMDS Clock-

9 CEC Output CEC

10 SCL Output SCL

11 SDA Output SDA

12 HPD Input HDMI OUT hot plug detection signal

17. KEY Interface (extension) and Definition

MCU KEY GPIO

PWRON Power switch External button, control power on and power off
2 RESET Reset signal Reset signal interface, Reserve
3 Recovery ADC ADC Reserve
4 GND GND GND

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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18. MCU Interface and Definition

MCU KEY GPIO

g

POWER 3.3V Output
2 X Output TX
3 RX Input RX
4 GND GND GND
19. Other Interfaces
SD card Data storage, up to 32G
Storage interface HOST interface, support data storage, data import, USB
USB

mouse keyboard, camera, touch screen, etc.

Ethernet interface RJ45 interface Support 100M wired network

HDMI interface Standard interface | Support HDMI output, maximum support 4K

PCI-E standard
4G Support various
interface

SIM card interface Standard interface | Support various standards (depending on 4G module)

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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Chapter lll Communication Methods

I. Wi-Fi Update Program

No Server required

Mobile APP management

U-disk update programs

Support Interstitial & memory expansion . } J/

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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lll. TF Card Update Program

TF card update programs

Support Interstitial & memory expansion

IV. Ethernet cable to Update

L LAN or Internet

v

Network cable connection

LAN & Internet integrated management

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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V. Internet Update

Internet remote management

Anytime & anywhere operation available

4G/LAN/WiI-Fi
\ Cloud Platform
A

Shenzhen Huidu Technology Co., Ltd. https://www.hdwell.com
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Chapter IV Appendix: Product Appearance
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Copyright © 2026 Shenzhen Huidu Technology Co., Ltd.

Without the authorization of Shenzhen Huidu Technology Co., Ltd., no organization or individual may imitate, copy, modify or
translate part or all of the contents of this specification.

Due to factors such as production batches, production processes, and functional upgrades, our company will appropriately adjust
and revise relevant pictures, text descriptions, product parameters, and other related content. In the event of the above
circumstances, no further notice will be given. The product pictures in the specification are for reference only. Please refer to the
actual product.

Do not operate with power on.

The font used in this document is HarmonyOS Sans.
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